INSTALLATION NOTES:

1.

ONE (1) INSTALLATION ANCHOR IS REQUIRED AT EACH ANCHOR
LOCATION SHOWN.

THE NUMBER OF INSTALLATION ANCHORS DEPICTED IS THE MINIMUM
NUMBER OF ANCHORS TO BE USED FOR PRODUCT INSTALLATION OF THE
MAXIMUM SIZE LISTED.

INSTALL INDIVIDUAL INSTALLATION ANCHORS WITHIN A TOLERANCE OF
+1/2 INCH (I.E., WITHOUT CONSIDERATION OF TOLERANCES). TOLERANCES
ARE NOT CUMULATIVE FROM ONE INSTALLATION ANCHOR TO THE NEXT.

SHIM AS REQUIRED AT EACH INSTALLATION ANCHOR WITH LOAD
BEARING SHIM(S). MAXIMUM ALLOWABLE SHIM STACK TO BE 1/4 INCH.
SHIM WHERE SPACE OF 1/16 INCH OR GREATER OCCURS. SHIM(S) SHALL
BE CONSTRUCTED OF HIGH DENSITY PLASTIC OR BETTER.

THROUGH FRAME: FOR INSTALLATION INTO 2X WOOD FRAMING USE #12
WOOD SCREWS OF SUFFICIENT LENGTH TO ACHIEVE 1 1/2 INCH
MINIMUM EMBEDMENT INTO WOOD SUBSTRATE.

THROUGH FRAME: FOR INSTALLATION THROUGH 1X BUCK TO
CONCRETE/MASONRY, OR DIRECTLY INTO CONCRETE/MASONRY, USE 1/4
INCH DIAMETER ITW TAPCONS OF SUFFICIENT LENGTH TO ACHIEVE 1 1/4
INCH MINIMUM EMBEDMENT.

MINIMUM EMBEDMENT AND EDGE DISTANCE EXCLUDE WALL FINISHES,
INCLUDING BUT NOT LIMITED TO STUCCO, FOAM, BRICK VENEER, AND
SIDING.

INSTALLATION ANCHORS AND ASSOCIATED HARDWARE MUST BE MADE
OF CORROSION RESISTANT MATERIAL OR HAVE A CORROSION RESISTANT
COATING.

FOR HOLLOW BLOCK AND GROUT FILLED BLOCK, DO NOT INSTALL
INSTALLATION ANCHORS INTO MORTAR JOINTS. EDGE DISTANCE IS
MEASURED FROM FREE EDGE OF BLOCK OR EDGE OF MORTAR JOINT INTO
FACE SHELL OF BLOCK.

. INSTALLATION ANCHORS SHALL BE INSTALLED IN ACCORDANCE WITH

ANCHOR MANUFACTURER'S INSTALLATION INSTRUCTIONS, AND
ANCHORS SHALL NOT BE USED IN SUBSTRATES WITH STRENGTHS LESS
THAN THE MINIMUM STRENGTH SPECIFIED BY THE ANCHOR
MANUFACTURER.

. INSTALLATION ANCHOR CAPACITIES FOR PRODUCTS HEREIN ARE BASED

ON SUBSTRATE MATERIALS WITH THE FOLLOWING PROPERTIES:

. WOOD - MINIMUM SPECIFIC GRAVITY OF 0.42 (SPRUCE-PINE-FIR)

. CONCRETE -MINIMUM COMPRESSIVE STRENGTH OF 3000 PSI.

. GROUT-FILLED CMU- UNIT STRENGTH CONFORMS TO ASTM C-90 WITH
MINIMUM COMPRESSIVE STRENGTH OF 2000 PSI AND GROUT
CONFORMS TO ASTM C 476, MINIMUM GROUT COMPRESSIVE
STRENGTH OF 2000 PSI.

. HOLLOW BLOCK CMU - UNIT STRENGTH CONFORMS TO ASTM C-90
WITH MINIMUM COMPRESSIVE STRENGTH OF 2000 PSI.
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JELD-WEN, inc.

CUSTOM CLAD 10'0 TALL WOOD
OUTSWING PATIO DOORS
(IMPACT)

GENERAL NOTES:

THE PRODUCT SHOWN HEREIN IS DESIGNED AND MANUFACTURED
TO COMPLY WITH THE 2018 INTERNATIONAL BUILDING CODE (IBC)
AND INTERNATIONAL RESIDENTIAL CODE (IRC) AND HAS BEEN
EVALUATED ACCORDING TO THE FOLLOWING:
o ASTM E 283-04(12)

ASTM E 331-00(09)

ASTM E 330-14

ASTM E1886-13a

ASTM E1996-14a

ADEQUACY OF THE EXISTING STRUCTURAL CONCRETE/MASONRY
AND 2X FRAMING AS A MAIN WIND FORCE RESISTING SYSTEM
CAPABLE OF WITHSTANDING AND TRANSFERRING APPLIED
PRODUCT LOADS TO THE FOUNDATION IS THE RESPONSIBILITY OF
THE ENGINEER OR ARCHITECT OF RECORD FOR THE PROJECT OF
INSTALLATION.

1X AND 2X BUCKS (WHEN USED) SHALL BE DESIGNED AND
ANCHORED TO PROPERLY TRANSFER ALL LOADS TO THE
STRUCTURE. BUCK DESIGN AND INSTALLATION IS THE
RESPONSIBILITY OF THE ENGINEER OR ARCHITECT OF RECORD FOR
THE PROJECT OF INSTALLATION.

THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC AND
MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC SITE. IF
SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE FROM THE
REQUIREMENTS DETAILED HEREIN, A LICENSED ENGINEER OR
ARCHITECT SHALL PREPARE SITE SPECIFIC DOCUMENTS FOR USE
WITH THIS DOCUMENT.

APPROVED IMPACT PROTECTIVE SYSTEM IS NOT REQUIRED ON THIS
PRODUCT IN AREAS REQUIRING IMPACT RESISTANCE.

JELD-WEN inc. DOOR FRAME MATERIAL: PRESSURE TREATED PINE
DOOR CLADDING MATERIAL: ALUMINUM 6063-T5

GLASS MEETS THE REQUIREMENTS OF ASTM E 1300-04 GLASS
CHARTS. SEE SHEET 8 FOR GLAZING DETAILS.
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1. PRODUCTS SHOWN HEREIN MEET WATER INFILTRATION REQUIREMENTS BASED UPON
POSITIVE PRESSURE RATING.
2. SEE SHEET 8 FOR GLAZING OPTIONS AND REQUIREMENTS.
3. RECTANGULAR, FULL RADIUS, AND HALF RADIUS UNITS ARE QUALIFIED AT THE
OVERALL SIZE AND DESIGN PRESSURE RATING LISTED ON THIS SHEET.
4. INTERMEDIATE RAILS & OPAQUE, RAISED PANELS ARE QUALIFIED FOR USE AT THE SIZE
NOTED ON EITHER FIXED OR OPERABLE PANELS. SEE SHEETS 2 & 4 FOR RAISED PANEL
SIZES LIMITATIONS.
5. FULL LITE GLAZED PANELS ARE QUALIFIED FOR USE AT THE SIZE NOTED ON EITHER
FIXED OR OPERABLE PANELS.
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NOTE:

1. PRODUCTS SHOWN HEREIN MEET WATER INFILTRATION REQUIREMENTS BASED UPON
POSITIVE PRESSURE RATING.

2. SEE SHEET 8 FOR GLAZING OPTIONS AND REQUIREMENTS.

3. RECTANGULAR, FULL RADIUS, AND HALF RADIUS UNITS ARE QUALIFIED AT THE
OVERALL SIZE AND DESIGN PRESSURE RATING LISTED ON THIS SHEET.

4. INTERMEDIATE RAILS & OPAQUE, RAISED PANELS ARE QUALIFIED FOR USE AT THE SIZE

NOTED ON EITHER FIXED OR OPERABLE PANELS.

5. FULL LITE GLAZED PANELS ARE QUALIFIED FOR USE AT THE SIZE NOTED ON EITHER
FIXED OR OPERABLE PANELS. SEE SHEETS 2 & 3 FOR FULL LITE D.L.O. SIZE LIMITATIONS.
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GLAZING DETAIL 3 PANEL DETAIL 1




BILL OF MATERIALS

ITEM NO.

DESCRIPTION

PART NUMBER

MATERIAL

MANUFACTURER

1

FRAME CLADDING

ALUMINUM

JELD-WEN

FRAME JAMB

WOOD

JELD-WEN

SILL FRAME

WOOD

JELD-WEN

TOP RAIL/STILE

WOOD

JELD-WEN

BOTTOM RAIL

WOOD

JELD-WEN

TRANSOM RATIL

WOOD

JELD-WEN

RAIL/STILE

WOOD

JELD-WEN

LOCK STILE

WOOD

JELD-WEN

O [(N|[fovn[O|D|jw|N

ASTRAGAL

WOOD

JELD-WEN

ASTRAGAL CAP

WOOD

JELD-WEN

SILL CAP

WOOD

JELD-WEN

GLASS STOP

WOOD

JELD-WEN

RAIL/STILE CLADDING

ALUMINUM

JELD-WEN

BOTTOM RAIL CLADDING

ALUMINUM

JELD-WEN

TRANSOM RAIL CLADDING

ALUMINUM

JELD-WEN

SILL CLADDING

ALUMINUM

JELD-WEN

INACTIVE ASTRAGAL ADAPTOR

ALUMINUM

JELD-WEN

ACTIVE ASTRAGAL ADAPTOR

ALUMINUM

JELD-WEN

ASTRAGAL CLADDING

ALUMINUM

JELD-WEN

MULLION

ALUMINUM

JELD-WEN

MULLION CAP

ALUMINUM

JELD-WEN

NOT USED

WEATHERSTRIPPING

FOAM

SCHLEGEL

BULB GASKET

PVvC

INTEK

HINGE

SS

JELD-WEN

MULTIPOINT LOCK

SS

ASHLAND

SHOOT BOLTS

SS

ASHLAND

MULLION CLIP

GALV. STEEL

JELD-WEN

INTERMEDIATE RAIL

WOOD

JELD-WEN

INTERMEDIATE RAIL CLADDING

ALUMINUM

JELD-WEN

RAISED PANEL

WOOD

JELD-WEN

NOTE: ALL WOOD COMPONENTS ARE PRESSURE TREATED PINE.

HIGH BOTTOM RAIL
WOOD

10.910"

ASTRAGAL
WOOD

,' 4125" —]

FRAME CLADDING
ALUMINUM 6063-T5

0.055" 7
Gl
J 2.261"

SILL FRAME
WOOD

S|
% 1.062"
4—‘ 1.906" g

&)

STD. BOTTOM RAIL
WOOD

FRAME JAMB
WOOD

.

—~—— 431" —

TOP RAIL/STILE

WOOD

/ L 2.218"
!

ALT. SIDELITE STILE

~—— 4535"
WOOD

%%2

T

219" 2.160"

f

1

LOCK STILE
WOOD

6.535"

+
; |
L 4535" — =

SILL CAP
WOOD

1.026" 4,‘ L—

4—‘ 2.219" |=—

GLASS STOP
WOOD

T 062

JHI‘.DG".‘S E [}C}ICIRB

JELD-WEN, inc.

3737 LAKEPORT BOULEVARD
KLAMATH FALLS, OR 97601

PH: (541) 882-3451 FX: (541) 850-2609
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ALUMINUM 6063-T5 ALUMINUM 6063-T5 ALUMINUM 6063-T5 ALUMINUM 6063-T5

WINDOWE B DOORS

@ RAIL/STILE CLADDING @ BOTTOM RAIL CLADDING @ HIGH BOTTOM RAIL CLADDING @ SIDELITE STILE CLADDING JELWEN

r 0.059" r 0.075" — 0.140" 0.059"
ELD-WEN, inc.
C J ) b QF 3737 LiKIéEO\Ig/T'\BIOGLEVARD
? KLAMATH FALLS, OR 97601
? ‘ PH: (541) 882-3451 FX: (541) 850-2609
4.602"

6.602" 2.230" - —
o m B
g3 y¥s
SILL CLADDING INACTIVE ASTRAGAL ADAPTOR ACTIVE ASTRAGAL ADAPTOR ASTRAGAL CLADDING 29 == § 2
ALUMINUM 6063-TH ALUMINUM 6063-TH ALUMINUM 6063-TH ALUMINUM 6063-TH SES L% g g:° 2 s
0.050" \ 0.055" §§ 8 ra d% 3
0.050 F3s |. o83
0055" — L= — oo Y7 328 |3 232 &
- _> 1'422"\‘7 )‘1188"\— LT Lr—‘u S 3udk
L— 4214 4—‘ ' b Y@y :
w K
Fla
N
MULLION MULLION CAP WEATHERSTRIPPING BULB GASKET ;
ALUMINUM 6063-T5 ALUMINUM 6063-TH FOAM PVC a |3
— 0.200" | %
R ?
1300° | =3 %}:% = 1.632"—‘6 0.086" Un @) w
_ H| 2 g
~—— 5.002" —— f _>| I__ 0.416" g') E %
> € |3
w2 |
HINGE MULLION CLIP INTERMEDIATE RAIL INTERMEDIATE RAIL CLADDING | o Q
0.070" THK. GALV. STEEL WOQOD WOOD
P— | 0.059" .
o : o o | o o '7 % <<

R S | R ]

QUALIFIED HINGES: 8.250" —— = L 4.444" — o]
e 4-1/2"BUTT HINGE

RATISED PANEL

WOOD
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TYPICAL QUALIFIED CONFIGURATIONS

JELD'WEN

WINDOWE B DOORS

JELD-WEN, inc.
3737 LAKEPORT BOULEVARD

KLAMATH FALLS, OR 97601
PH: (541) 882-3451 FX: (541) 850-2609
o]
29 U s I
D Z - O ~
- ) 5§00 <
oV =z >m ©
<Z Wwg F3m %
aH H QM_‘
oz LE oI x
Eu) a3 << dU [
ok 3% o35S
F2 oo w2
WO VE It O o
2osz |ada 25« §
|8} EZ [ ©
O © |8 8<E &
L= a HoZ 2
w < D . << b
':\ a mLUD R
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F RO
o
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< |=
[a] Ie}
o
s |3
@) w
Z
0nle g
H1 8|S
> (<2 -
O 1A
(W)
w X
|2 |
~
Q |<
4

NOTES:
1. CONFIGURATIONS SHOWN ARE TYPICAL AND FOR
TLLUSTRATION PURPOSES ONLY.

2. ALL QUALIFIED CONFIGURATIONS SHALL ADHERE TO THE
MAXIMUM LISTED SIZES AND PRESSURES IN THIS APPROVAL.

3. ARCHED UNITS ARE ALLOWABLE AND SHALL BE INSCRIBED
INTO THE MAXIMUM RECTANGULAR AREA LISTED IN THE

APPROVAL.




JELD'WEN

WINDOWE B DOORS

= SINGLE DOORS 1.259" — JELD-WEN, inc.
T _ ity
0.070" 1 248" N L PH: (541) 882-3451 FX: (541) 850-2609
USE #10 x 2.5" PFH ST/STL ' 1.50" TOOL 0 o 03
SCREWS OR 3/16" X MIN. 2.5" PATH o8 3 583
FH TAPCONS (TYP.) AT STRIKE Sop 258 ¢
§§ o gsﬁ g
" = © ';_'4 T x
1778 z =hE % S
(@] ED w L
o | no K 8 o @ L<|.(J ©
5 328 |5 258 ¢
o Sk |2 025 2
@ = (@) w <> g
(@) Z = O @ HOoZL o
) 3 R I 2uo R
3 = w © =
< F 2E g i
z A
N
i 5 |5
PAIR DOORS =
> | =
@ |ln
Vp)
Z
PAIR DOORS o w
H| Z &
0| g |2
Hly |2
>l &3
= Wl 3|
3 ol g
g
S
S |<

USE #10 x 2.5" PFH ST/STL
SCREWS OR 3/16" X MIN. 2.5"

FH TAPCONS (TYP.) AT STRIKE

SINGLE DOORS

0.337" - BORE 1" HOLE IN TOP OF
SILL EXTRUSION. DO NOT
PUNCTURE BTM OF SILL.

/INTYP. SHOOT BOLT STRIKE DETAIL /K\TYP. SHOOT BOLT STRIKE DETAIL
\1_2/ AT HEAD \lZJ AT THRESHOLD
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JELD'WEN

WINDOWE B DOORS

JELD-WEN, inc.
3737 LAKEPORT BOULEVARD
KLAMATH FALLS, OR 97601
PH: (541) 882-3451 FX: (541) 850-2609
[V
n 2 0 3
o ';(" ™ N
88 & ) g < ;
23 5 Z 58 =
o0 Y HS & &
<Z = ng™ 2
dH ©
0.750" SER= ST g
=0 o % T *
o.o9E" —— Shage OF T
wo 2 9 @ < o
~ ' 383 |2 &35% @
=T a HoZ 2
w- < O 5 3
: ! f PR Iy 2a° 2
P S |gd88 ¢
o
‘ 3.010" ‘ USE (2) #10 x 1" PFH ST/STL =l BN
SCREWS (TYP.) AT STRIKE S|
o
% |5
/L \TYP. LATCH & DEADBOLT STRIKE Q
13/ AT ASTRAGAL
O w
— g— <
Nie |2
Hla |2
>l |2
Wl D |0
D -
(a4 S
o
2 |<

0.750" \=§

— | B

O) | "
1306 0. 0.942 i

| = T\

USE (2) #10 x 2.5" PFH ST/STL

SCREWS OR (2) 3/16" X MIN. 2.5" FH
TAPCONS (TYP.) AT STRIKE

/MN\TYP. LATCH & DEADBOLT STRIKE

\13/ AT JAMB FRAME
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